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Tools required: 
 

· 1 x Woodworking Router · 1 x Flat 2nd Cut File 
 
 

Installation  
 
Please note we do not recommend the installation of  this product in Tiles of less than 
30mm thick due to insufficient material left to sup port the Disc. 
 
For a trouble free Installation of the WFO-*D Series Floor Diffuser, follow these simple 
instructions: 
 

1) Cut a circular stepped hole in the Tile to the dimensions shown in figure 1 below using 
the router.   

 
 
 
 
 
 
 
 
 
 
   

2) Using the file, remove the Alignment Tab and Location Pip from the Diffuser Disc as 
shown in Figures 2 and 3 below. 
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Fig 1: Hole details 

Fig 2: Remove Alignment Tab Fig 3: Remove Location Pip 
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3) To install the Disc, simply locate it in the hole then drop into place ensuring that the 
Diffuser Disc is seated correctly and flush with the Tile face to avoid any trip hazard. 

 

 
Cleaning and Maintenance 
 

4) To remove the Disc, Place the Hook Tool through one of the slots on the Disc, rotate it 
through 90 degrees (Fig 6) and pull the tool in an upwards direction to lift the Disc (Fig 7). 

 

 
 
 

5) To clean, simply wash the Disc in warm soapy water and leave to dry.  Replace Disc in 
the hole as per previous instructions. 

 

Fig 4: Locate in Hole… Fig 5:  …making sure the Disc is flush 

Fig 6: Insert Hook & rotate 90 degrees… Fig 7: …then pull Hook upwards 


